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HEATING CABLES
Domestic use

CONSTANT POWER
RAMPS -PIPING

EASY CABLE
Constant, versatile power heating cable complete  
with termination accessory and power cable.

Especially suitable for solving anti-freeze problems: snow or ice accumulation on 
access ramps, walkways and stairs, or for frost protection of pipes or tanks, under 
adequate insulation. 3 standard lengths are available, with a specific power of 25 
W/m, covering all possible tracking types. Complete with termination accessory and 
power cable, Easy cable is a shielded heating cable under a protective sheath with 
two conductors, with extremely simple and quick installation and connection. Please 
note that the cable should never be cut, spliced or overlapped.

PER PIPING

Specific  
power

Rated 
power

Maximum length for each 
individual wheel passage 

Product (W/m) (W) 40 cm (A) 4 passages 50 cm (B) 5 passages

Easy Cable 26/25
Length 26,5 m

25 655 6 m 5 m

Easy Cable 44/25
Length 44 m

25 1120 10,5 m 8,5 m

Easy Cable 92/25
Length 92 m

25 2270 22,5 m 18 m

Specific  
power

Rated 
power

Product (W/m) (W)

Easy Cable 26/25
Length 26,5 m

25 655 10 mm 20 mm

Easy Cable 44/25
Length 44 m

25 1120 10 mm 20 mm

Easy Cable 92/25
Length 92 m

25 2270 10 mm 20 mm

40
 c

m

10

RAMP

10

50
 c

m

 B

RAMP

Anti-freeze for pipes up  
to 2 ½” (Dn 65 mm),  

for minimum temperatures 
up to -15°C, with rock wool 

thickness

Anti-freeze for pipes from 
3” (Dn 80) up to 6” (Dn 200 
mm), for minimum tem-

peratures up to -15°C, with 
rock wool thickness

Anti-freeze tracking for piping, longitudinal linear installation 1 m cable/m pipe.

Depth of installation about 50 mm with respect to the surface.

 A

CHARACTERISTICS 
Power supply: 230 V, 50/60 Hz
Cable dimensions: ~ 5x7 mm
Min. installation temperature: +5°C
Max. working temperature: +80°C
Heating cable type: 
2 conductors, screened cable
Specific power: 25 W/m
Insulation: XLPE
External sheath: PVC
Marking: CE

C2000 
he C 2000 control unit, to 
be completed with the 
C2000-SR temperature, 
snow and humidity sen-
sor (sensor to be placed 
flush with the ramp and 

to be ordered separately from the control 
unit), activating the power contactor, gives 
consent to start the system only when low 
temperature and snow or ice are present 
simultaneously, optimising energy con-
sumption. 

C2000-SR
Temperature, snow 
and humidity sensor

Control unit for 
Easy Cable for ramps.

ATTENTION: since it is a constant 
power cable, the EASY CABLE can 
not be cut, jointed or overlapped.

FOR RAMPS
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RAMPS - STEPS 
WALKWAYS

EASY RAMP
Constant wattage heating mat.

Raytech Easy Ramp consists of a constant wattage heating cable assembled with 
tape to form a heating mat, which is easily and quickly spread on the surfaces to 
be protected. Easy Ramp is ideal for solving the problems caused by ice formation 
and the accumulation of snow on the access ramps to garages, pathways, outdoor 
parking areas, footpaths, etc. It can be installed in concrete, asphalt, and interlocking 
bricks or under porphyry paving or other paving materials blocked with cement 
and sand. The standard width of Easy Ramp pads is 60 cm; a sufficient width to 
free the track of vehicle wheels from ice and snow or to create an extremely safe 
pedestrian pathway. 

The power density developed by Easy Ramp is 300 W/m2. The mat is available 
in various lengths which are easily adaptable to the size of the area to track and 
where the size of the mat is larger than that of the ramp, the excess part of mat 
can be easily folded 90 degrees. The mat is supplied completely finished and ready 
for installation, complete with 4 meters of cold cable (3x1.5 mm2 or 3x2.5 mm2) 
for connection to the power supply. The constant wattage heating cable, which 
constitutes the mat, is a 2 conductor heating cable, which is shielded; this allows 
one end only to be powered, making installation even faster and easier.

CHARACTERISTICS 
Mat specific power: 300 W/m2

Power supply: 230 V ~ 50/60 Hz
Mat thickness: 7,5 mm
Min. installation temperature: + 5°C
Max. working temperature: + 80°C
Cold cable (supply): 
length 4 meters - 3 x 1,5 mm2 or 3x2,5 mm2 

Heating cable type: 
2 conductors, screened cable
Heating cable dimensions: ~ 5 x 7 mm
Heating cable power: 25 W/m
Insulation: XLPE
External sheath: PVC
Marking: CE 

Power Specific power Width Length
Product (W) (W/m2) (m) (m)

Easy Ramp 4/300 670 300 0,6 4

Easy Ramp 7/300 1140 300 0,6 7

Easy Ramp 13/300 2560 300 0,6 13

Easy Ramp 21/300 3730 300 0,6 21

CONSTANT POWER

HEATING CABLES
Domestic use

ATTENTION: since it is a constant 
power cable, the EASY RAMP can 
not be cut, jointed or overlapped.
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MCA RAMP
Self-regulating heating cable. 

The cable is used, buried in concrete, to prevent the accumulation of ice and its 
formation on access ramps, stairs, sidewalks, parking lots, walkways, etc. Suitable 
for ramps covered in concrete, interlocking brick or asphalt, both for light and 
heavy traffic. The cable can be installed on ramps under construction, securing 
the electrowelded mesh prior to pouring of the concrete, or else on already 
completed ramps by cutting the concrete surfaces to then fill with plastic cement 
after installation of the cable, or simply by laying the cable on the surface of the 
ramp and throwing another layer of cement. Contact Raytech for tracing designs 
and estimates.

Power at 0°C
in concrete 

(W/m)

Max working
temperature 

(°C)

Cable length
Switgear* Maximum length 

(m)Product

MCA 20-I-GF 90 120 40 A 64

MCA 10** 50 65 40 A 90

* Differential protection 30 mA	      
**For ramps, stairs etc. with ambient temperature not lower than -15°C; for lower temperatures use 
only MCA 20-I-GF cable. For draining trenches tracing MCA8 cable shall be used. For other information 
contact Raytech. 

Notes: to trace drain outlets, use the MCA8 cable installed on the bottom of the outlets under the grate.

Cable roofing cement or interlocking, asphalt, gneiss, and any other material

For other accessories see page 219

MCA Ramp connection accessories

MCA Universal IP68 
• �Connection kit integrated  

with the terminal box. 
• Kit terminale lato non alimentato. 
• Joint Kit.

MCA-PRESS 
Cable gland.

RAMPS - STEPS - DRIVEWAYS - PARKING 
WALKWAYS - TERRACES - BALCONIES    SELF-REGULATING

HEATING CABLES
Domestic use

Ramp cement

Heating cable

Electrowelded mesh

Lean concrete

C2000 
The C 2000 control unit, to be completed with the C2000-
SR temperature, snow and humidity sensor (sensor to be 
placed flush with the ramp and to be ordered separately 
from the control unit), activating the power contactor, 
gives consent to start the system only when low tem-
perature and snow or ice are present simultaneously, 
optimising energy consumption.

C2000-SR
Temperature, 
snow and 
humidity sensor.

Control unit for Easy Ramp and MCA Ramp

MCA-BOX3 / 4
Connection boxes between 
heating cables or heating 
and power cables. 
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EASY FROST
Constant power heating cable for roofs, gutters  
and downpipes.

Raytech Easy Frost is a 20 W/m constant power cable especially designed for roofs, gutters 
and downpipe protection from damage due to snow accumulation and ice formation. 
Easy Frost is supplied terminated and ready for installation, with 4 metres of cold cable  
(3 x 1,0 mm2 o 3 x 1,5 mm2) for supply connection.

Power: 20 W/m
Power supply: 230 V ~ 50/60 Hz
Heating cable dimensions: ~ 5 x 7 mm
Min. installation temperature: + 5°C
Max. working temperature: + 80°C
Cold cable (power supply): 
length 4 meters - 3 x 1,0 mm2 or 3 x 1,5 mm2

Heating cable type: 
2 conductors, screened cable
Insulation: XLPE
External sheath: PVC 
Min. bending radius: 3,5 D
Marking: CE

Power Specific power Resistance Length
Product (W) (W/m) (Ω) (m)

Easy Frost 50/20 1000 20 52,9 50

Easy Frost 102/20 2040 20 29,9 102

Control unit for MCA 8

Notes: control unit C2000 works only when connected to both the C2000-SUG and C2000-STG sensors.

GUTTERS

C2000 
The C 2000 control unit, to be com-
pleted with the C2000-SR temper-
ature, snow and humidity sensor 
(sensor to be placed flush with the 
ramp and to be ordered separately 

from the control unit), activating the power contac-
tor, gives consent to start the system only when low 
temperature and snow or ice are present simultane-
ously, optimising energy consumption.

C2000-STG
Temperature 
sensor

C2000-SUG
Ice and snow 
sensor

CONSTANT POWER

HEATING CABLES
Domestic use

ATTENTION: since it is a constant 
power cable, the EASY FROST can 
not be cut, jointed or overlapped.
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SELF-REGULATING

HEATING CABLES
Domestic use

MCA 8
Self-regulating cable for tracing roofs,  
gutters and/or downpipes.

Prevents
The formation of ice inside gutters and downspouts, snow accumulation and ice 
on roofs, the development of infiltrations along façades, the development of ice 
sticks along gutters and roof ends.

Avoiding
Gutter breaking under the weight of snow, bursting and fracturing of drainpipes due 
to water freezing, damaged caused by a lack of draining caused by drain clogging, 
damage to persons or property caused by falling ice sticks, damage to persons or 
property caused by possible snow slides off rooves from roof edges.

GUTTERS

*Switchgear with “C” characteristic, having a diffferential protection of 30 mA

Notes: the gutter cable is suspended along the down side of the drain pipes with accessory MCA-SUP.
The cable is self-supporting up to 25 m vertical sections; in addition, an extra MCA-SUP accessory is 
provided for every 25 m, to which the cable is secured.

In air 
0°C

Power 

In chilly 
water
Power 

Maximum cable lenght with  
starting temperature of -10°C  

through a switchgear (*) of 
Product (W/m) (W/m) 16 A 20 A 30 A

MCA8 24 40 40 m 50 m 90 m

  

For other accessories see page 219

MCA-SUP
Support 
device.

MCA-Y
Branch Kit.

MCA 8 connection accessories

Notes: control unit C2000 works only when connected to both the C2000-SUG and C2000-STG sensors.

C2000 
The C 2000 control unit, to be com-
pleted with the C2000-SR temper-
ature, snow and humidity sensor 
(sensor to be placed flush with the 
ramp and to be ordered separately 

from the control unit), activating the power contac-
tor, gives consent to start the system only when low 
temperature and snow or ice are present simultane-
ously, optimising energy consumption.

C2000-STG
Temperature 
sensor

C2000-SUG
Ice and snow 
sensor

MCA Universal IP68 
• �Connection kit integrated  

with the terminal box. 
• Kit terminale lato  
  non alimentato. 
• Joint Kit.

MCA-BOX3 / 4
Connection boxes 
between heating  
cables or heating  
and power cables. 

The image shows gutter installation, the input of 
cable in a downpipe and tracking of a roof pitch.
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COMFORT HOUSE
FLOORING

MIRROR

CEILING

EASY FLOOR

WARM-UP

211

HEATING CABLES

EASY MIRROR
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EASY FLOOR
Heating mat for the intelligent tracing of tile,   
marble, floors, etc.

The Easy Floor mat is laid directly on a layer of thermal insulation that coats the 
floor finished with concrete, and then buried in self-levelling concrete and cov-
ered with tiles. The flooring tracing mats are supplied in standard widths of 50 cm, 
power 150 W/m².

Width Length Power
Product (m) (m) (W)

Easy Floor 2 0,5 2 150

Easy Floor 3 0,5 3 225

Easy Floor 4 0,5 4 300

Easy Floor 2-ST 0,5 2 150

Easy Floor 3-ST 0,5 3 225

Easy Floor 4-ST 0,5 4 300

Heating mats and intelligent timed thermostat: 
Raytech intelligent systems for primary, secondary 
and flooring heating comfort for homes, offices, 
kindergartens, schools and hospitals.

Combining the total reliability of the Raytech mat 
system with the RID microprocessor intelligent 
thermostat, it is possible to autonomously con-
trol all space heating parameters, as a primary 
means in less cold months and as a secondary 
means together with a more traditional system, 
and for comfort heating in bathrooms, kitchens, 
living rooms and children's bedrooms. After the 
first programming of the RID timed thermostat, 
you are free to forget about the system, which will 
run itself, ensuring optimal conditions.

Other sizes available upon request.

FLOORING
HEATING CABLES

Comfort House

CONSTANT POWER

The kit is composed of: 
• Heating mat complete with cold tail 
• �RID microprocessor intelligent room timed 
   thermostat complete with sensor
• Corrugated pipe for positioning

Notes: –ST type kits are supplied without  
a RID room timed thermostat 

COMFORT HOUSE
PRIMARY, SECONDARY  
OR FLOORING COMFORT HEATING SYSTEMS.

EASY FLOOR

ATTENTION: since it is a constant 
power cable, the EASY FLOOR can 
not be cut, jointed or overlapped.
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RID RAYTECH INTELLIGENT DISPLAY
Intelligent room timed thermostat.

The RID (Raytech Intelligent Display) microprocessor room timed thermostat is sim-
ple to use, thanks to its step-by-step programming guide. The easy to read display 
supplies a complete explanation of set parameters after 10 seconds.

The RID autonomously controls all room functions, with no need for extra operations. 
Weekly programming makes it possible to to take into account the set temperature 
to be maintained, the type and thickness of the flooring, temperature limits not to 
be exceeded, modes for increasing temperature, etc. 

This device is equipped with an anti-freeze function when the house is not inhabited, 
a block for untimely interventions (for example children) and communicates any 
operating failures to the appropriate alarms.

Product (mm)

RID room thermostat 85 x 85 x 45

HEATING CABLES
Comfort House

CONSTANT POWER

Sensor Included with the kit

Temperature range +5 / +50°C

Temperature limit +5 / +55°C

Start Up Programme Automatic, 
self learning

Manual 0,1-10°C

Room temperature 0 / +40°C

Differential On/Off Standard 0,4°C  
Adjustable 0,1-1°C

Power supply 230 V / 50-60 Hz

Self-consumption 5 W

Max output current 16 A (3400 W/220 V)
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HEATING CABLES
Comfort House

CONSTANT POWER

EASY MIRROR
Self-adhesive heating sheet.

No more fogged mirrors after a shower or bath! Easy Mirror, the self-adhering heating 
sheet to be applied on the back of the mirror and connected to the mains, eliminates 
this problem! Powered 230V, double insulated in accordance with safety regulations. 
Brings the surface of the mirror to 30°C in about 3-5 minutes, removing the film of 
moisture. Easy Mirror sheets are packaged with a sheet of laminated aluminium on 
polyester, with double insulation made with 4 more sheets of vulcanised polyester, 
completely sealed against water.

• �Ideal for bathrooms, saunas, kitchens, private homes, 
Hotels, gyms and sports facilities

MIRROR

Sheet dimensions Power
Product (cm) (W)

Easy Mirror 35 Ø 35 50

Easy Mirror 36/50 36 x 50 50

Installation Sequence
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CODES

TLV 0416-AF 121775-000 105

TLV 0450 786200-000 105

TLV 0450-AF 868777-000 105

TLV 2150-500 179925-000 105

TLV 2300-500 181198-005 105

TLV 3150 786220-000 105

TLV 3150-500 181198-004 105

TLV 3150-AF 181196-000 105

TLV 3300 208159-000 105

TLV 3300-500 909765-000 105

TLV 3300-AF 181097-000 105

TLV 4150 597107-000 105

TLV 4150-AF 223409-000 105

TLV 4300 063097-000 105

TLV 4300-AF 803719-000 105

TLV 4500-AF 915556-000 105

TLV-0350-500 828617-000 105

TOM (1 PC) TOM 64

TOM Black (1 PC) TOM-N 64

W WARM UP 1 WARM-UP1 216

WARM UP 2 WARM-UP2 216

WATT WATT 52

WATT + 1,5
10 PCS + 30 terminals from 1,5 mm2 WATT-1.5 54

WATT + 2,5
10 PCS + 30 terminals from 2,5 mm2 WATT-1.5 54

WATT MP Orange (25 PCS) WATT-AMP 52

WATT MP Blue (25 PCS) WATT-BMP 52

WATT MP Yellow (25 PCS) WATT-GMP 52

WATT MP Black (25 PCS) WATT-NMP 52

WATT Multipack (25 PCS) WATT-MP 52

WATT PACK 15 (15 PCS) WATTP15 52

WONDER FLUID 280 WONDER-F280 18

WONDER GEL WONDER 16

WONDER GEL INVISIBLE WONDER-INV 16

WPCP-IV-4X17 WPCPIV-4X17 114

WPCP-IV-4X24 WPCPIV-4X24 114

WPCP-IV-6X17 WPCPIV-6X17 114

WPCP-IV-6X24 WPCPIV-6X24 114

WPCT-17x100-RL WPCT17X100-RL 114

WPCT-24x100-RL WPCT24X100-RL 114

THVO 20/25-ARM 231049-TEC 163

THVO 20/630-3 792763-000 165

THVO 20/630-3-ARM 792764-000 165

THVO 20/630-ARM 792762-000 163

THVO 30/185-3 THVO30/185-3 165

THVO 30/185-3-ARM THVO30/185-3-ARM 165

THVO 30/185-ARM THVO30/185-ARM 163

THVO 30/240-3 THVO30/240-3 165

THVO 30/240-3-ARM THVO30/240-3-ARM 165

THVO 30/500-ARM THVO30/500-ARM 163

THVO 30/95-3 231054-TEC 165

THVO 30/95-3-ARM THVO30/95-3-ARM 165

THVO 30/95-ARM THVO30/95-ARM 163

THVO 6/120-3 THVO6/120-3 165

THVO 6/120-3-ARM THVO6/120-3-ARM 165

THVO 6/120-ARM THVO6/120-ARM 163

THVO 6/35-3 THVO6/35-3 165

THVO 6/35-3-ARM THVO6/35-3-ARM 165

THVO 6/400-3 THVO6/400-3 165

THVO 6/400-3-ARM THVO6/400-3-ARM 165

THVO 6/400-ARM THVO6/400-ARM 163

THVO 6/500-3 THVO6/500-3 165

THVO 6/500-3-ARM THVO6/500-3-ARM 165

THVO 6/630-ARM THVO6/630-ARM 163

THVO 6/70-ARM THVO6/70-ARM 163

THVP 20/240-E/U-N1 145110-000 167

THVP 20/240-I/U 252214-000 167

TLV 0116-500 181198-000 105

TLV 0150-500 181198-002 105

TLV 0216 946613-000 105

TLV 0216-500 181198-001 105

TLV 0216-AF 106391-000 105

TLV 0250 101526-000 105

TLV 0250-500 181198-003 105

TLV 0250-AF 024865-000 105

TLV 0316 496973-000 105

TLV 0316-500 816659-000 105

TLV 0316-AF 178316-000 105

TLV 0350 786134-000 105

TLV 0350-AF 179335-000 105

TLV 0416 288775-000 105

T - W
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Via Enrico Fermi 11/13/17
20019 Settimo Milanese (MI) 
ITALY
Tel.: +39 02 33500 147
www.raytech.it

Raytech APP download
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